
RT-01-xx

Technical specification

RT-01-0310 RT-01-1205 RT-01-2405

Max. number of protective 
pipes

3 12 24

Max. diameter of protective 
pipe [mm]

10 5 5

cable  [mm]
14 14 18

Max. number of cable tube 
divider installed on Distribution 
Frame

8 8 4

Dimensions of a cable tube 
divider  (w)x(h)x(l) [mm]

68 (with mounting) x 
46 x 123  

(no cable gland)

68 (with mounting) x 
46 x 123  

(no cable gland)

122 (with mounting) x 
53 x 162.5  

(no cable gland)

Operating temperature -20°C – +50°C -20°C – +50°C -20°C – +50°C

Type of  housing material Powder painted steel Powder painted steel Powder painted steel

PATCH PANEL PS 19” ACCESSORIES

Applications

 

 

 Server rooms and cable manufacturing centers

 Metal housing, protected against corrosion

 

 Prepared for installation

 
tubes

Description

 -

cables and guarantee cables’ tube protection, 
which run from RT-01-xx cable tube divider 
mounted on a Distribution Frame or a Tube 
Overlength Drawer in signal distribution points, 
as well in server rooms. 

 Therefore, well-thought-out design provides 

and cable installation.  

Ordering information  

RT-01-0310 Fibrain cable tube divider equipped for mounting 3 protective pipes 10 mm 

RT-01-1205 Fibrain cable tube divider equipped for mounting 12 protective pipes 5 mm

RT-01-2405 Fibrain cable tube divider equipped for mounting 24 protective pipes 5 mm

Additional accessories

DISTRIBUTION FRAME

Distribution Frame for mounting 
cable tube divider

RT-L8-01-19

PROTECTIVITE PIPES

Protectivite pipe 10 mm OR3F-MYDSN-10-10

Protectivite pipe 5 mm OFPT-5.0-3.1-PP-WHT
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