
FTTH  
AERO DF03 FTTH AERO DF03

 

 

 

  Two FRP strength elements

  Dry yarns to prevent moisture into cable

  Ripcord Yarns For easy sheath removal

  PE UV resistant Sheath

Features

Cable variants

Version AERO DF 03 AERO DF 03

Fiber count 1-12 16-24

Cable dimensions [mm] 8,3 x 4.6 (±3%) 8,7 x 5,0 (-3%)

Cable weight [kg/km] 37 38

Breaking Strength [N] 9200 9200

Mechanical and enviromental characteristics

Parameter

Crush performance 5000N

Bending performance 10 [cycles 20 x D]

Water Penetration 3m sample, 1m head, 24h

Available colors

T-TELECOM (ACCORDING TO IEC 60304) - Fibers in tube

1-12 1 2 3 4 5 6 7 8 9 10 11 12

Code

Color red green blue white violet orange grey yellow brown pink black aqua

13-24 13 14 15 16 17 18 19 20 21 22 23 24

Code

Color red green blue white violet orange grey yellow brown pink natural aqua

  For installation on poles or walls

  Can be installed in pipelines

  Fully dielectric cable

Applications
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Cable structure

1. PE Sheath
2. Ripcord
3. Water blocking Yarns 
 

4. Central Loose Tube (PBT)  

5. FRP Reinforcement 
Strength Member

Last mile 
connection outdore Aerial FTTH Hi-crush Telecom

NESC Light

span: 120m

sag: 2.4m

NSC Medium
span: 70m

sag: 1.4m

NESC Heavy
span: 40m

sag: 0.8m
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