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An IFC (Intra Facility Cable) consists out of one or more sub-units, which contain 900 micron fibers. It can be 
pre-connectorized at one or both ends. IFC cable is typically used indoor. 

• Between an optical distribution frame and the cable vault
• To make a connection between optical distribution frames
• Between patching and splicing shelves inside an optical distribution frame

The glass-reinforced central strenght member of the cables ensures that the cable can be laid directly on 
standard support systems.  

The low-smoke zero-halogen (LSZH) outer jacket of the cable can be stripped back in the field for additional 
flexibility.  

Cables are available with a wide variety of fiber types, fiber counts and connector types.  

They are delivered with or without reel to facilitate a fast, safe and easy installation.  

Connectors are installed on 0.9mm tight buffered G652D or G657A1 fibers with 0.75m long (standard) fan-

out and are during transport protected with plastic bag on both sides. 

EZZ's IFC cables are standardly equipped with PG16 glands inserted on the cable to both sides. 

Cable has an outer diameter of 8.3 mm, weighs 50 kg/km and his allowable tensile strength is min. 200 N. 

All cable assemblies are made in our Premium Grade Quality!  

Type of connector, UPC or APC style, fan-out lenght and fiber type to be selected when ordering! 
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Premium IFC mini breakout cable


